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circular MLC aperture. The dosimetric tracking accuracy was 
quantified by measuring the dose of low and high modulation 
VMAT plans to a moving Delta4PT phantom that reproduced 
the same eight trajectories and comparing this dose with a 
static reference dose (2%/2mm gamma evaluation). A linear 
Kalman filter prediction was used to account for the tracking 
system latency in the geometric and dosimetric accuracy 
experiments. 
Results: The mean tracking system latency was 145ms 
(SD=7.4ms) for MLC tracking and 143ms (SD=17ms) for the 
tracking backup jaws. Compared to non-tracking, MLC 
tracking reduced the mean root-mean-square geometric 
targeting error from 2.7mm to 0.5mm (parallel to MLC 
leaves) and from 2.4mm to 1.1mm (perpendicular). 
Dosimetrically, MLC tracking reduced the motion induced 
gamma failure rate from 30.0% to 9.4% (prostate) and from 
41.2% to 3.4% (lung) on average (see Table). 
Conclusions: TrueBeam MLC tracking performance was 
thoroughly investigated for the first time. The system has 
similar geometric and dosimetric performance as previously 
reported for prototype MLC tracking systems. The inclusion of 
backup jaw tracking effectively reduces radiation outside the 
field by shielding for inter-leaf leakage. 
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Purpose/Objective: Weight loss is common during head and 
neck (HN) radiotherapy, often resulting in reduced plan 
quality relative to that intended. At this institution ART is 
performed only when necessary, and patients are monitored 
for anatomic changes through weekly CBCT imaging. If 
radiographers suspect that observed weight loss might be 
significant, the patient images are referred to physics for 
dosimetric review. This process is time consuming, and only a 
small number of reviews reveal clinically significant 
dosimetric changes. The decision to refer a patient for 
dosimetric review is highly subjective, and with the 
implementation of ART likely to increase in the future, there 
is a need for tools that introduce objectivity into this 
process. A simple contour-based tool, which creates a 
patient-specific contour that can be used to objectively 
assess weight loss, is presented. 
Materials and Methods: An individualised patient contour, 
created by contracting the external patient contour by 
distances depending on the control point weighting in the 
VMAT plan, was created using an in-house Python script. An 
additional uniform contraction of the external contour was 
also created to serve as a baseline for comparison. These ART 
contours were created for ten patients and applied to on-
treatment CBCT images that had been previously analysed 
due to observed weight loss during treatment. The patient 
contour was outlined on the CBCT images and the area of 
overlap with the different ART contours was recorded. This 
area of overlap was then compared with changes in mean 
dose to PTVs, and changes in maximum doses to 1 cm3 (1 cc 
max) for the spinal cord (SC) and brainstem (BS). The 
correlation between the area of overlap and change in 
dosimetric parameters was then measured to determine 
whether the individualised contour could predict the 
dosimetric effects of weight loss. 
Results: The area of overlap for both contour typescorrelated 
with the change in mean dose to the targets and the change 
in 1 cc max for the SC and BS, as shown in the table. With 
the exception of PTV1 mean dose, which showed moderate 
correlation for both contour types, all dosimetric parameters 
showed a strong correlation with the individualised area of 
overlap. Although the correlation for the SC max dose was 
slightly stronger for the uniform contraction, all other 
parameters showed an equivalent or stronger correlation with 
the area of overlap for the individualised contour than for 
the uniform contour. Furthermore, the uniform contour 
failed to show any correlation with the max dose to the BS. 
 
 
Conclusions: These preliminary results suggest that a simple 
tool, based on the individualised contour and area of overlap, 
can help predict dosimetric changes resulting from weight 
loss in HN VMAT patients. This could provide an objective 
assessment of weight loss during treatment, improving the 
workflow for HN ART, potentially acting as a trigger for plan 
adaptation. 
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